
ZENPERT 4D200 Series 

 

PRINTER MODEL 4D200 4D300 

RESOLUTION 
8 DOTS/MM 

(203 DPI) 

12 DOTS/MM 

(300 DPI) 

PRINTING METHOD DIRECT THERMAL 

MAX. PRINT SPEED 152.4 MM (6”/SECOND) 102 MM (4”/SECOND) 

MAX. PRINT WIDTH 108 MM (4.25“) 105.7 MM (4.16“) 

MAX. PRINT LENGTH 2,286 MM (90“) 2,286 MM (90“) 

ENCLOSURE ABS PLASTIC 



PHYSICAL DIMENSION   
180 MM (W) X 169 MM (H) X 195.5 MM (D) 

7.09“  (W) X 6.65“ (H) X 7.70“ (D) 

WEIGHT 1.49 KG (3.28 LBS) 

LABEL ROLL CAPACITY 127 MM (5“) OD 

MEMORY 
• 8 MB FLASH MEMORY 

• 16 MB SDRAM 

INTERFACE • USB 2.0     

POWER 

EXTERNAL UNIVERSAL SWITCHING POWER  SUPPLY 

•INPUT: AC  100-240V, 1.5A, 50-60HZ 

•OUTPUT: DC 24V,  2.5A, 60W 

OPERATION SWITCH, 

BUTTON, LED/LCD 
1 POWER SWITCH, 1 FEED AND PAUSE BUTTON  & 1 LED (3 COLORS: GREEN, AMBER & RED) 

SENSORS 

• TRANSMISSIVE GAP SENSOR 

• BLACK MARK REFLECTIVE SENSOR (POSITION ADJUSTABLE) 

• HEAD OPEN SENSOR 

INTERNAL FONTS 
•8  ALPHA-NUMERIC BITMAP FONTS 

• WINDOWS FONT CAN BE DOWNLOADED BY  SOFTWARE 

BAR CODE 

• 1D BARCODE 

CODE 39, CODE 93,  CODE128UCC, CODE128 SUBSETS A.B.C, CODABAR, INTERLEAVE 2 OF 5, EAN-8, EAN-13,  EAN-128, UPC-A, UPC-E, EAN 

AND UPC 2(5) DIGITS ADD-ON, MSI, PLESSEY, POSTNET,  RSS-STACKED, GS1 DATABAR, CODE 11, CHINA POST 

• 2D BARCODE 

PDF-417,  MAXICODE, DATAMATRIX, QR CODE, AZTEC, MICROPDF417 

FONT AND BARCODE 

ROTATION 
0°, 90°, 180°, 270° 



PRINTER LANGUAGE TSPL-EZD(COMPATIBLE WITH EPL, ZPL, ZPL II, DPL) 

MEDIA TYPE CONTINUOUS, DIE-CUT, NOTCHED,  FAN-FOLD (OUTSIDE WOUND) 

MEDIA WIDTH 19 ~ 114 MM (0.7“ ~ 4.5“) 

MEDIA THICKNESS 0.055 ~ 0.19 MM (2.16 ~ 7.48 MIL) 

MEDIA CORE 

DIAMETER 
25.4 ~ 38 MM (1” ~ 1.5”) 

LABEL LENGTH 10  ~ 2,286 MM (0.39“ ~ 90“) 

ENVIRONMENT 

CONDITION 

OPERATION:  5 ~ 40°C, 25 ~ 85% NON-CONDENSING 

STORAGE:  -40 ~ 60°C, 10 ~ 90% NON-CONDENSING 

SAFETY REGULATION BIS, CCC, ENERGY STAR® 

ENVIRONMENTAL 

CONCERN 
COMPLY  WITH ROHS, REACH, WEEE 

ACCESSORIES 

•QUICK  START GUIDE 

• USB CABLE 

•POWER  CORD 

FACTORY OPTION 
•INTERNAL BLUETOOTH 4.0 

•EXTERNAL ROLL MOUNT, MEDIA OD. 214 MM (8.4”) WITH  76.2 MM (3”) CORE 

USER OPTION •   1.5“ CORE ADAPTERS 

 
MINDWARE 

S -4, Plot No-7, Pocket-7, Pankaj Plaza, 
Near Metro Station, Sector-12, 

Dwarka, New Delhi-110078, (India) 

+91-11-46102688 DIRECT LINE 

 
Phones: +91-11-28032434, +91-11-46102688, +91-9810822688, +91-

9717122688 
 

Email: gm@indianbarcode.com 
Website: www.indianbarcode.com 

mailto:gm@indianbarcode.com
https://www.indianbarcode.com/

